


Install the shaft, sheave(s), shim and hardware to the inner
intermediate upright chain sheave shaft.  Tighten the
capscrew to a torque of 37 ft.-lbs. (50 Nm).

Route the hose ends over the inner intermediate upright
sheave(s) down to the inner upright bracket.

NOTE: The short hose routes over the cylinder crosshead.

Position the hoses with the tabs on the inner upright bracket as
shown in the front and back view details.

Loosen the crosshead coverplate capscrew.  Route the hoses
up over the crosshead rollers.

Completely lower the carriage.  Route the hoses down behind
the top carriage bar to the carriage bracket fittings.  Connect
the hose ends to the fittings leaving the hose ends finger tight.
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Hose Adjustment
Tighten the crosshead coverplate capscrew to a torque of
30-33 ft.-lbs. (40-45 Nm).

Align the hoses by twisting the hose ends to travel
centered in the crosshead on the natural curve of the
hose.  The hoses should travel parallel to each other.
Hold the hose while tightening the fittings to keep them
from twisting.

Loosen the hose clamp at the top of the lower hose guide.
Pull down on the hoses with 40 lbs. force.  Tighten the
hose clamp capscrews to 7-11 ft.-lbs. (10-15 Nm).

Loosen the hose clamps on the upper hose guide.  Adjust
the hoses to the natural hose bend and align evenly
spaced in the guide rails.

Raise and lower the mast slowly through several cycles
checking for proper hose alignment, clearances and hose
tracking in the guides. 1

2

3

43

4

4

4

1

2

3

5


