
Introduction
This  manual provides  the installation instruc tions  and
adjustment proc edures  for Lift Tek D-S eries  roller masts .

These masts  provide exc eptional vis ibility for the lift truc k
driver.  The mast c arriage and upright c hannels  are all roller
mounted providing smooth operation and long servic e life.

In any c ommunic ation about the mast refer to the mast serial
number s tamped on the nameplate.  If the nameplate is
miss ing, these numbers  are also stamped on the left-hand
side upper c heekplate.  S ee Figure 1.

WARNING:  Modific ations  and additions  whic h
affec t c apac ity and safe operation shall not be
performed by the c ustomer or user without
manufac turers  prior written approval.  C apac ity,
operation and maintenanc e instruc tion plates ,
tags  or dec als  shall be c hanged ac c ordingly
per OS HA regulations  1910.178.

Figure 1.  Mast S erial Number.

Truck System Requirements
To ac hieve the maximum lifting c apac ity of the mast, the
truc k relief valve should be set to relieve at the pressure
indic ated in the c hart below.  This  c hart also indic ates  the
hose and fitting s ize to use between the truc k c ontrol valve
and mast valve.

WARNING:  For proper truc k stability or to
prevent interferenc e, tilt restric tion may be
required.   NOTE: To ac hieve the proper tilt
restric tion, c ontac t the truc k manufac turer or
your truc k servic e manual.

IMPORTANT:  Lift Tek masts  are c ompatible with S AE
10W petroleum base oil per Mil.  S pec . MIL-0-5606 or MIL-0-
2104B  only.  Use of synthetic  or aqueous  base hydraulic  oil
is  not rec ommended.  If fire res is tant hydraulic  oil must be
used, c ontac t Lift Tek.
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*Valve inlet port is  3/4 in. S AE  O-ring.  S ee Figure 2.

Figure 2.  Valve Inlet Port.
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Mast Installation
1 Raise and block front end of the truck up 1 ft. (30 cm)

per ANSI B56.1 or drive the truck over a service pit.

2 Install the bearings to the mast lower axle mounts.

3 Lubricate the bearing surfaces of the lower axle and tilt
cylinder mounting brackets with chassis grease.

4 Lift the mast using an overhead hoist and a nylon sling
wrapped around the upper crossmembers.  Position
the mast lower axle mounts on the truck axle.  Install
the mount caps and capscrews.  Tighten the  cap-
screws to the truck manufacturer's torque specifica-
tions.

IMPORTANT:  Prior to connecting the tilt cylinders to the
mast, make sure the cylinders "bottom" evenly.  Adjust the
tilt cylinders to prevent the mast from "racking" during
tilting.  Refer to your truck service manual for procedures.

5 Connect the truck supply hose to the mast valve.

6 Connect the tilt cylinders to the mast anchor brackets.
Tighten the pin capscrews to the truck manufacturer's
torque specifications.

NOTE:  Use as few fittings as possible.  Always use 45 °
fittings instead of 90° fittings. Keep the hose lengths to a
minimum.  Avoid sharp bends or pinch points when routing
the hose.

7 Check the oil level in the truck hydraulic tank when the
mast is fully lowered.  Fill if required.

Figure 3.  Mast Installation.
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Figure 4.  Upright and Carriage Position.

Figure 5.  Main Lift Chains.

Figure 6.  Free Lift Chains.

Operational Inspection and
Adjustments

CAUTION:  The factory set adjustments may not be
correct for your truck.  Check each of the following before
using the mast for the first time.

* Inspect the chains and check chain tension.

* Check the main lift chains for proper adjustment.

* Check the free lift chain adjustment (if equipped).

* Check the free lift cylinder supply hose tracking and
tension (if equipped).

Chain Inspection and Tension
The main and free lift chains have been factory lubricated
using heat and pressure to force the lubricant thoroughly
into the chain links.  Avoid removal or contamination of this
factory applied lubricant.  Do not wash, sand blast, etch,
steam clean, or paint the chains for initial mast installa-
tion.

The chains must be adjusted with equal tension to ensure
proper load distribution and mast operation.  To determine
equal tension, extend the unloaded mast to put the chains
under tension.  Press the center of a strand of chain with
your thumb.  Then press at the same place on the other
chain of the pair.  Each chain in a pair should have equal
"give".  If they do not have equal tension, perform the Main
Lift and Free Lift chain adjustments described below.

Main Lift Chain Adjustment
The main lift chains should be adjusted so that when the
unloaded mast is fully lowered, the carriage is positioned
as shown in Figure 4.

1 Adjust one chain to achieve the correct carriage
position when fully lowered, see Figure 4 and 5.

2 Adjust the other chain to achieve equal chain tension.
Tighten the nuts together to a torque of 50-70 ft.-lbs.
(68-95 Nm).

3 Raise and lower the mast several times to confirm the
adjustments.

3

Full Free Lift Masts - Free Lift Chain
Adjustment
The free lift chains should be adjusted so that when the
unloaded mast is fully lowered, the carriage is positioned
as shown in Figure 4.

1 Locate the threaded chain anchors on the front side of
the inner upright crossmember on each side of the
cylinder.

2 Adjust one chain to achieve the correct upright and
carriage position when lowered.  See Figure 4 and 5.

3 Adjust the other chain to ac hieve equal chain tension.
Tighten the nuts together to a torque of 50-70 ft.-lbs.
(68-95 Nm).

4 Raise and lower the mast several times to confirm the
adjustments.

Free Lift
Cylinder

Cylinder
Strap

Free Lift
Adjusting
Nuts

MA0387.ill

MA0415.ill

Main Lift Chain
Adjusting Nuts

MA0414.ill

Carriage 2 in.
Below Uprights

Uprights and
Carriage 
Flush Uprights

Flush

CUSHION TIRE
3 in. Underclearance

PNEUMATIC TIRE
5 in. Underclearance







 Lift Technologies 1-02 Part Number 686595 R-5

Do you have questions you need
answered right now?  Call your

Lift Technologies Inc.
Westminster Mast Plant
7040 South Highway 11
Westminster, SC  29693
USA
Tel:  +1(864) 647-1119
Fax: +1(864) 647-5406
Customer Service (Toll Free) 1-888-946-3330

Lift Technologies Service Department


